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NEWS: NEW CRASH TESTS FIND UNDERRIDE GUARDS ON TRACTOR-TRAILERS OFTEN FAIL IN CRASHES
FORMAT:  B-roll and Soundbites 
ADDITIONAL RESOURCES:  Video, hard copy requests, downloadable MPEG4, contact information and more available at http://multivu.prnewswire.com/broadcast/48768/press.html

STORY SUMMARY:

New crash tests and analysis by the Insurance Institute for Highway Safety demonstrate that underride guards on tractor-trailers can fail in relatively low-speed crashes -- with deadly consequences. The Institute is petitioning the federal government to require stronger underride guards that will remain in place during a crash and to mandate guards for more large trucks and trailers.

Rear guards are the main countermeasure for reducing underride deaths and injuries when a passenger vehicle crashes into the back of a tractor-trailer. In 2009, 70 percent of the 3,163 people who died in all large truck crashes were occupants of cars or other passenger vehicles. Underride makes death or serious injury more likely since the upper part of the passenger vehicle’s occupant compartment typically crushes as the truck body intrudes into the vehicle safety cage.

In the latest study the Institute analyzed case files from the Large Truck Crash Causation Study, a federal database of roughly 1,000 real-world crashes in 2001-03, to identify crash patterns leading to rear underride of heavy trucks and semi-trailers with and without guards. Underride was a common outcome of the 115 crashes involving a passenger vehicle striking the back of a heavy truck or semi-trailer. Only 22 percent of the crashes didn’t involve underride or had only negligible underride, a finding in line with prior studies. In 23 of the 28 cases in which someone in the passenger vehicle died, there was severe or catastrophic underride damage, meaning the entire front end or more of the vehicle slid beneath the truck.

The National Highway Traffic Safety Administration (NHTSA) has estimated that about 423 people in passenger vehicles die each year when their vehicles strike the backs of large trucks. More than 5,000 passenger vehicle occupants are injured.

Crash tests: The study raised questions about how and why guards failed and at what speeds, so the Institute conducted crash tests evaluating 3 semi-trailer rear guards complying with US rules. Two of the trailers also are certified to Canadian requirements, which are more stringent than the United States when it comes to strength and energy absorption. The tests involved crashing a 2010 Chevrolet Malibu into the rear of parked trailers.

SOUNDBITES:  

( Adrian Lund, president, Insurance Institute for Highway Safety
B-ROLL INCLUDES: ** Truck underride crash test footage and other related B-roll ** 
VIDEO PROVIDED BY:  Insurance Institute for Highway Safety
FOR STORY INFO, CONTACT:  PLEASE CALL: Russ Rader, (703) 247-1500

FOR TECHNICAL INFORMATION OR HARD COPY, PLEASE CALL: MultiVu Media Relations, 800-653-5313 EXT. 3

